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GENERAL NOTES ENCLOSURE INTEGRITY

1. All overall dimensions are to the exterior of walls and (or) ceiling. Once installation crew(s) have vacated the site, it will be the responsibility of the
contractor or owner to maintain the integrity of the enclosure. Enclosure integrity
2. The enclosure assembly site must be clean, dry, free of obstacles and shall consist of, but not be limited to:

covered. All metallic surfaces such as conduits, ducts and pipes that may

make contact to the erected enclosure must be isolated or removed. The 1. Maintain parent room and enclosure free of any water or moisture
floor surface on which the enclosure will rest must be clean, free of incursion.
irregularities, smooth and level with in 1/8” in 10 feet. 2. Allow no unauthorized or non-approved connections or attachments to
the enclosure.
3. Ensure that no penetrations of the enclosure occur. Ifthe enclosure is

3. To achieve a flush floor elevation level with the finish floor of the adjacent

room or hallway, the slab should be recessed 1-1/2 inches. If thereis no
recess, a ramp should be used.

. The clearance between the R.F. enclosure and parent room walls is 2
inch. min. (4 inch. on door walls). The clearance between the R.F.
enclosure and the parent room ceiling is 4 inch. min. This allows
adequate clearance for structural stiffeners and also insures against
grounding. All R.F. enclosures shall have no physical contact between
shielding materials and building constructions.

. Customer or contractor must provide a clean, dry staging area for lay-out
and storage of R.F. room components as close to the location of the R.F.
enclosure area as possible.

. Contractor or owner to provide adequate trash container(s) for the
disposal of expendable materials from the enclosure installation and
removal from the site.

. Installation crew will require a minimum of two 117 VAC, 20Amp service
connections for drop cords.

. It will not be the responsibility of Raymond EMC to provide any finished
flooring unless specified in the contract.

inadvertently penetrated, contact Raymond EMC so that remedial
repairs can be undertaken.

Ensure that painters, drywallers, flooring installers and other trades do

not contaminate any R.F. joints or window screen with paint, varnish,
floor glue, mastic, spackling or other finishing products. Should this
occur contact Raymond EMC so that remedial repairs can be

undertaken.
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